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Channel Vision’s Elite Series IP Front Door Intercom Station provides access control and video communication to the front door using 
SIP protocol. The door station (SI-8000) is equipped with a built-in IP camera that allows residents to video chat with visitors. The 
SI-8000 door station can be controlled remotely using the Linphone app, available to download for free for Apple™ and Android™ 
devices. The SI-8000 door stations are available in oil rubbed bronze, textured black, satin nickel and white �nishes.

Built-in IP Camera for video communication

SIP Protocol

Illuminated Door Bell Button

IR Night Vision

Video push noti�cations to IP Touch Screen 
and/or mobile app

Basic FunctionalityTechnical Speci�cations
Voltage:  12vDC / POE optional
Rated Power:  5W
Standby Power Consumption:  2.5W
Operating Temperature: -40° C ~ +70°C
Relative Humidity:  20% ~ 93%
IP Rating:  IP55
CPU:  350MHz
RAM:  DDR2 1Gbit x 2
Flash:  16Gbit

Call indoor monitor or management center 

Video intercom with indoor monitor 

Smartphone app or management center

Supports SIP Protocol to communicate with 
IP phone

* IP Touch screen sold separately

Available Finishes
      Oil Rubbed Bronze (SI-8252)
      Textured Black (SI-8282)
      White (SI-8212)
      Satin Nickel (SI-8302)


